
ECG Machine A3 
For Animal 

~unctional Characteristics 

• 7/ 12 lead ECG synch ronous sampl ing syste m. 

• Th ermal printer w it h 80mm print pa per, synchronization print . 

• 7" color touch-screen, touch operat ion. 

• Automatic measu rement , calculation, analysis, wavefo r m freezi ng. 

• Su pport USB flash disk & SD memory. 

• Data transmitting t o PC v ia USB. 
Electrode • Pat ient's information can be input. 

• Histo r ical data can be reviewed and pri nted. 

• Bui lt-in recha rgeable Ii-ion battery, AC/ DC power conversion . 

• Sleep mode to save energy and exte nd TFT screen l if e. 

• Su pport USB Keyboa rd/ Mouse. 
ECG Cable 

• Lead off & lack off paper detectio n f unct ion . 

• 7 level printi ng th ick ca n be chosen. 

• Ad apt to 110-230V, 50/ 60Hz AC pow er supply. 

Touch Mode Quick Input Convenient Set t ing Un limited Storage 

\ 

~ • C M R R ~ 1 OOdB , w i t h A C Filter Ca li b r a t ing volt a ge 1rnV± 3% 

Inpu t c i rcuit F loat in g, Protectio n again st d e fib r illator e ffect Volta g e tole rance ± 500mV 

Inpu t c ircu it c urre nt .,s;;; 0. 1 µ A Time Consta n t > 3 .2s 

Resol u tion 12bit/1 OOOH z F requent response 0 .0 5 H z -1 50H z 

Oper a t ion mode M a nua l/ A u to Noise level ~ 15 µ V p -p 

F i lter AC, ECG F ilter T h r e s h o ld ~ 20 µ V 

D r ift fi lte r A n ti-D r ift S y stem Paper s peed 12. Smm/ s , 25. SOmm/ s ( ± 3%) 

I n put imp e dance > SOM O Sen s itivit y 5 . 1 0 . 20m m / m V 

P atien t curre nt le a kage < 1 0 µ A R e c order H ig h resolut ion t h e rmal printe r 

Rated volt a ge 1 0 0 V - 230 V 5 0 H z/6 0Hz B attery Li- io n B a ttery(1 1 . 1V,2200mA h ) 

R ecor d ing p a p e r Therm al reco rding p aper Dime nsio n 256mm><204m m ><66m m 


